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Boyutlar / Dimensions

DN

Connection 
DIN EN 
ISO 228

Outlet DIN 
EN ISO 228

Installation 
dimensions

in mm Weight
Set 

pressure
Range of adjustment

G G L Lmax H H1 H2 Hmax h SW do kg bar bar

10 3/8” 3/8” 27

84

55 66 73 100 26 24 10 0,3

0,2-20 0,2-0,8 0,5-2,5 2-12 12-20

15 1/2” 1/2” 30 62 74 82 108 30 28 13 0,4

20 3/4” 3/4” 33 73 83 89 117 35 34 19 0,6

25 1” 1” 40 90 100 108 134 41 41 25 1,0

32 1 1/4” 1 1/4” 45

120

110 117 127 168 45 52 30 1,6

40 1 1/2” 1 1/2” 50 130 136 149 190 51 58 38 2,3

50 2” 2” 60 135 146 158 197 60 70 50 3,2

Uygulamalar / Applications:
•	Buhar,	gaz,	basınçlı	hava,	su
	 Steam,	gas,	compressed	air,	water

 Çalışma Şartları /Working Conditions:
•	-60	/+225	°C
• DN 3/8”-2”
• 0,2-20 bar

Parça Listesi / Part List
Poz	
No

Parça	Adı
Part Name

Malzeme
Material

01 Gövde	/	Body
CC449K

Bronz	/	Brass

02
İç	parçalar
İnternal	parts

CC449K
Bronz	/	Brass

03 Yay / Spring
Paslanmaz	Çelik

Stainless steel

 PN 16 YDBA82D

Emniyet Ventili-Dişli
Pressure Relief Valve-Threaded


